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SIDEWALK
CURB & ROADWAY7

SANITARY TRUNK

PROPERTY LINE

1. 30" minimum distance from house.

2. 18" minimum coverage of pipe.

3. 24" minimurn coverage at property fine.

4, Standard 6 to 47 reducer and test tee. At the dsscrenon of the City Inspector the test tee shall
be plugged and tested with water.

5. 6" cleanout with 22° or 459 riser brought to the surface inside a cleanout box. See Standard Plan
#303.

6. Cleanout with 22° or 45° riser brought within 6* of surface in- unpaved areas.

7. 6" minimum sewer pipe for streel installations and multiple services, else where as directed.

B. 4" minimum sewer pipe on property. 2% minimum grade, 100% maximuem grade.’ {See befow.}

9. Cleanout at the property fine under a paved surface shall be instalied in a cast iron cleanout ring
and cover. Cleanout at the property line in dirt or grass shall be installed in a Fogtite 01-box. See
Standard Plan #303.

NOTES:

1. All construction shall be in accordance with Ordinance #158. An approved plan, a permit, and
payment of fee is required.

2. Service laterals and side sewers shall be constructed of cast iron soil pipe or PVYC ASTM D3034
S035 pipe, solvent weld, rubber gasket of other approved joint material. Pipe joint lubricant shall
be of a type recommended and approved by the gasket manufacturer or pipe supplier.

3. Side sewers under foundations, Hloors, and driveways shalt conform to the Uniform Plumbing Code.

4. Al house plumbing outlets must be connected to the sewer.

5. No downspouts or storm drainage may be connected to the sanitary sewer. Al runoff will be
discharged into a storm sewer or a roadside ditch.

6. Lay pipe in 3 straight line between bends. Make all changes in grade or fine with a bend or wye.
Make 90° change with two fittings of 45° or less. A cleanout is required for all bends greater
than 45°, otherwise at every other change of direction but not to exceed 100 feet

1. Construction in street must be done by a licensed sewer contractor.

8. Pipe shall be laid on a firm bed of sand or pea gravel or as directed by the Inspector. Fill shall be
compacted subject to City approval.

9. Paraltel water and sewer lines shall be 10 feet apart whenever possible.

10.  When a changeover is made from a septic to a gravity system, the septic tank may be left in the
ground. Tanks shall be pumped and filled with earth of a granular material.

11.

Attach 1/2* shim to level,
direction of low. Level bubble must read level.

SIDE SEWER INSTALLATION

For on site septic systems, design shall be approved by the Snohomtsh Health District prior to

building permit approval by the City.

Hethod of obtaining 2% grade. 24"
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lay level on pipe with knob potnl:ing in
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SIDE SEWER INSTALLATION FOR_SINGLE FAMILY RESIDENCE (CONT’D)

NOTES:

3. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH ORDINANCE #158. AN APPROVED PLAN,
A PERMIT AND PAYMENT OF FEE iS5 REQUIRED.

2. SERVICE LATERALS AND SIDE SEWERS SHALL BE CONSTRUCTED OF PVC ASTM D3034 SDR35
PIPE, RUBBER GASKET OR OTHER APPROVED JOINT MATERIAL. PIPE JOINT LUBRICANT SHALL
BE OF A TYPE RECOMMENDED AND APPROVED BY THE GASKET MANUFACTURER OR PIPE
SUPPLIER.

3. SIDE SEWERS UNDER FOUNDATIONS, FLOORS AND DRIVEWAYS SHALL CONFORM TO THE
UNIFORM BUILDING CODE. .

ALL HOUSE PLUMBING OUTLETS MUST BE CONNECTED TO.THE SEWER.

5. NO DOWNSPOUTS OR STORM DRAINAGE MAY BE CONN-ECTED"TO THE SANITARY SEWER. ..
ALL RUNOFF WiLlL BE DISCHARGED INTO A STORM SEWER OR A ROADSIDE DITCH.

6. LAY PIPE IN A STRAIGHT LINE BETWEEN BENDS. MAKE ALL CHANGES N GRADE OR LINE WITH
A BEND OR WYE. MAKE 90° CHANGE WITH TWO FITIINGS OF 45° OR LESS. A CLEANOUT IS -
‘REQUIRED FOR ALL BENDS GREATER THAN 45°, OTHERWISE AT EVERY OTHER CHANGE IN DIRECTION,
BUT NOT TO EXCEED 100 FEET. : . :

CONSTRUCTION IN STREET MUST BE DONE BY A LICENSED SEWER CONTRACTOR. -

8. PIPE SHALL BE LAID ON A FIRM BED OF SAND OR PEA GRAVéL OR AS DlRECTEb BY THE INSPECTOR..
FILL SHALL BE COMPACTED SUBJECT TO CITY APPROVAL.

g PARALLEL WATER AND SEWER LINES. SHALL BE 10 FEET APART WHENEVER POSSIBLE.

30. WHEN A CHANGEOVER IS MADE FROM A SEPTIC 70 A- GRAVITY SYSTEM, THE SEPTIC TANK MAY BE LEFT
IN THE GROUND. TANKS SHALL BE PUMPED AND FILLED WiTH EARTH OF A GRANULAR MATERIAL

11. FOR ON~SIE SEPTIC SYSTEMS, DESIGN SHALL BE APPROVED BY THE SNOHOMISH COUNTY HEALTH
DISTRICT PRIOR TO BUILDING - PERMIT APPROVAL THE CITY. ; ) :
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PROPERTY LINE

2" GALVANIZED STEEIL PIPE OR 2™ X 4" WOOD
STAKE WITH 2¢ TEE SECTION ON THE BOTTOM.
INDICATE SEWER DEPTH WITH 2" WHITE LETTERS.
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- 8" RING AND LOCKING COVER

,ﬁ m FOR ROADWAY, SIDEWALK, AND ar

A= //’ DRIVEWAY INSTALLATIONS.

=1 . FGGTITE 61 BOX FOR ALL
it il oriER INSTALLATIONS.

7 Y 1

ﬂ[’ M f

= 1 No. 12 GAUGE
1]} /// GALVANIZED WIRE.
=] /‘ ! DOUBLED AROUND
ﬁ /H/ STAKE OR PIPE
2 4 ' BUkY 2' SECTION
ju il 2" X 4" WITH DOUBLE
21 WRAPPED #12 WIRE
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COMPACTED BEDDING
(SEE STND PLAN # 304)

TYPICAL LATERAL SEWER CONNECTION

6" SEWER PIPE WITH CLEANOUT
EXTENSION AND WATERTIGHT PLUG




PROPERTY LINE

CITY RIGHT OF WAY
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oy " EXISTING GROUND SURFACE
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B® RING AND LOCXING COVER FOR
ROADWAY, SIDEWALK, AND DRIVEWAY
INSTALLATIONS. FOGTITE 0% BOX -
FOR ALL OTHER INSTALLATIONS.,

SEE STANDARD #303. PROVIDED BY
THE CITY AND INSTALLED BY OWNER
OR CONTRAGTOR. ‘

WHEN OWNER IS REPLACING &8° TO 4° REDUCER
EXISTING SIDE SEWER,
ADD CLEANOUT ASSEMBLY

AS SHOWN:

EXISTING SIDE
SEWER LATERAL

USE RUBBER ADAPTER IF

CONNECTING CONCRETE TO .
PVC AT THIS JOINT 8 SEWER PIPE WITH

CLEANOUT EXTENSION

AND NON-QGASKETED CAP.

PIPE TO BE PROVIDED

BY THE CITY AND INSTALLED -
BY OWNER OR CONTRACTOR.
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CLEANOUT DETAIL FOR RESIDENTIAL
SIDE SEWER UPGRADE

4" TEST TEE

4* SIDE SEWER PIiPE
10 HOUSE CONNECTION
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