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DETAIL FOR LOCAL STREETS TO 95% MAX DENSITY
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 EXCEPTIONS:
e /F STREET IS TO BE SCHEDULED FOR PAVING
STREETS MAY BE USED.
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12” MIN 12” MIN
CSBC TRENCH BACKFILL PER — 3” CLASS B ASPHALT OR HMA 1/2” PG 64—22
ROADWAY TRENCH RESTORATION AS APPROVED BY ENGINEER
DETAIL FOR LOCAL STREETS » (esre)
— 4”-84” CRUSHED ROCK (CSTC) COMPACTED TO
SECTION XX 95% MAX DENSITY
GRIND AND OVERLAY “—VARIES—1 1/2” CRUSHED ROCK (CSBC)
COMPACTED TO 95% MAX DENSITY

1. PAVEMENT REPAIR WIDTH SHALL EXTEND TO LANE EDGE FOR EACH LANE DISTURBED.
2. CONSTRUCT WITH 12” MINIMUM CUTBACK FROM EDGE OF TRENCH
3. CUTS INTO THE EXISTING ASPHALT SHALL BE

PATCH MUST BE PLACED IMMEDIATELY AFTER BACKFILL AND COMPACTION. A PERMANENT HOT MIX PATCH SHALL BE PLACED
WITHIN 30 DAYS AND SHALL BE THE THICKNESS OF THE ORIGINAL ASPHALT, OR THREE (3) INCHES, WHICHEVER IS GREATER. A
2" THICK ATB TEMPORARY PATCH MAY BE USED IN LIEU OF A COLD MIX PATCH.

e BEYOND 12"CUTBACK FROM TRENCH EDGE, PAVEMENT RESTORATION CAN BE ACCOMPLISHED BY FULL PAVEMENT SECTION
REPLACEMENT OR A 2” THICK GRIND AND OVERLAY.
e PAVEMENT REMOVAL AND REPLACEMENT FOR ADJUSTING UTILITY CASTINGS SHALL BE AS DIRECTED BY CITY ENGI

NEAT LINE CUT WITH SAW IN A CONTINUOUS LINE. A TEMPORARY COLD MIX

WITHING 4 YEARS, THE PAVEMENT RESTORATION REQUIREMENTS FOR LOCAL
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CSBC TRENCH BACKFILL PER / P A L 3” CLASS B ASPHALT OR HMA
ROADWAY TRENCH RESTORATION e o o Toma O 1/2” PG 64-22 AS APPROVED BY
DETAIL FOR LOCAL STREETS ENGINEER
SECTION X-X — 4"-%" CRUSHED ROCK (CSTC)
o COMPACTED TO 95% MAX DENSITY
. GRIND AND OVERLAY L VARIES—1 1/2” CRUSHED ROCK
70— FOOT WIDE PATCH, CENTERED ON THE TRENCH. (CSBC) COMPACTED TO 95% MAX
EXTEND PATCH TO LANE (TRAVEL OR PARKING) EDGE FOR EACH LANE DISTURBED DENSITY

CONSTRUCT WITH 12" MINIMUM CUTBACK FROM EDGE OF TRENCH

WHEN MULTIPLE PAVEMENT CUTS ARE MADE AND IF THE REMAINING PAVEMENT BETWEEN PAVEMENT PATCHES IS LESS THAN 10
FEET WIDE, THE PAVEMENT IN THE INTERVENING SPACE SHALL BE REPLACED AS WELL.

EXTEND PATCH TO EXISTING EDGE OF PAVEMENT OR EXISTING CRACK WHEN EITHER IS WITHIN 2 FEET AS DIRECTED BY
ENGINEER.

CUTS INTO THE EXISTING ASPHALT SHALL BE NEAT LINE CUT WITH SAW IN A CONTINUOUS LINE. A TEMPORARY COLD MIX
PATCH MUST BE PLACED IMMEDIATELY AFTER BACKFILL AND COMPACTION. A PERMANENT HOT MIX PATCH SHALL BE PLACED
WITHIN 30 DAYS AND SHALL BE THE THICKNESS OF THE ORIGINAL ASPHALT, OR THREE (3) INCHES, WHICHEVER IS GREATER. A
2" THICK ATB TEMPORARY PATCH MAY BE USED IN LIEU OF A COLD MIX PATCH.

IF STREET IS TO BE SCHEDULED FOR PAVING WITHING 4 YEARS, THE PAVEMENT RESTORATION REQUIREMENTS FOR LOCAL
STREETS MAY BE USED.

BEYOND 12"CUTBACK FROM TRENCH EDGE, PAVEMENT RESTORATION CAN BE ACCOMPLISHED BY FULL PAVEMENT SECTION
REPLACEMENT OR A 2" THICK GRIND AND OVERLAY.

PAVEMENT REMOVAL AND REPLACEMENT FOR ADJUSTING UTILITY CASTINGS SHALL BE AS DIRECTED BY CITY ENGINEER.
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ROADWAY TRENCH RESTORATION DETAIL

FOR LOCAL STREETS ("T" PATCH)
SCALE: N.T.S.

NOTES:

1.

CONSTRUCT WITH 12" MINIMUM CUTBACK FROM EDGE OF TRENCH

2. WHEN MULTIPLE PAVEMENT CUTS ARE MADE AND IF THE REMAINING PAVEMENT BETWEEN

PAVEMENT PATCHES IS LESS THAN 10 FEET WIDE, THE PAVEMENT IN THE INTERVENING SPACE
SHALL BE REPLACED AS WELL.

EXTEND PATCH TO EXISTING EDGE OF PAVEMENT OR EXISTING CRACK WHEN EITHER IS WITHIN
2 FEET.

CUTS INTO THE EXISTING ASPHALT SHALL BE NEAT LINE CUT WITH SAW IN A CONTINUOUS LINE.
A TEMPORARY COLD MIX PATCH MUST BE PLACED IMMEDIATELY AFTER BACKFILL AND
COMPACTION. A PERMANENT HOT MIX PATCH SHALL BE PLACED WITHIN 30 DAYS AND SHALL
BE THE THICKNESS OF THE ORIGINAL ASPHALT, OR THREE (3) INCHES, WHICHEVER IS GREATER.
A 2" THICK ATB TEMPORARY PATCH MAY BE USED IN LIEU OF A COLD MIX PATCH.
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